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Instant Wireless™ 
Wireless PG Card 





Instant Wireless™ Wireless PC Card 
(WPC54A) 


Connect Your Notebook to 
a Wireless Network 

A ttention Notebook PC Users: Put the “mobile” back 
into mobile computing! Whether you’re at your 
desk or in the boardroom, the Linksys Wireless PC 
Card allows you to share printers, files, and other 
resources anywhere within your LAN infrastructure, 
increasing your productivity and keeping you “in touch.” 

The Wireless PC Card now has a new higher-powered 
antenna that provides greater ranges than ever. The 
increased sensitivity helps filter out interference and 
“noise” to keep your signal clear. Improved error correc- 
tion in the chipset keeps you operating at higher transmis- 
sion rates for longer distances. And, since you only need 
one Type II or III PCMCIA CardBus slot, you’re free to use 
your other slots for additional accessories. 

Ready to run in Type II or III PCMCIA CardBus-equipped 
notebook PCs running Windows 98, Millennium, 2000, and 
XP, the Instant Wireless Network PC Card from Linksys is 
truly a “must-have” for all notebook PC users. 


Benefits 


• Faster and More Efficient 
Uncrowded 5 GHz Band 

• Easy on Your Notebook’s Battery 

• Fuily Complies with IEEE 802.11a Standard 

• Integrated Hardware Power Management 
Conserves Notebook PC Battery Life 

• PCMCIA Card Works With Virtually All 
Notebook PCs 

• Free Technical Support — 24 Hours a Day, 
7 Days a Week, Toll-Free US Calls 

• 1-Year Limited Warranty 



• Up to 72Mbps Turbo Mode (with Linksys 
WAP54A only) 

• Compatible with Virtually All Major Network 
Operating Systems 

• Plug-and-Play Operation Provides Easy Setup 

• Sturdy Metal Design with Integrated Antenna 

• Works with Virtually All Standard Internet 
Applications 

• Interoperable with IEEE 802.11a Network 
Equipment 

• Capable of up to 152-Bit WEP Security 

• Free Technical Support — 24 Hours a Day, 

7 Days a Week, Toll-Free US Calls 

• 1-Year Limited Warranty 


Model Number: 


WPC54A 


Standards: 


IEEE 802.11a 
PCMCIA Cardbus 


Channels: 
Operating Range: 

Data Rate 

LEDs 


8 Channels (US, Canada) 

Indoors: Upto328ft. (100M)* 

Outdoors: Up to 1 1 48 ft. (350M)* 
Up to 54Mbps 

Up to 72Mbps in Turbo Mode 
Power, Link 


Env i ronm e nta l. 


Dimensions: 

Unit Weight: 

Power: 

Certifications: 
Operating Temp.: 
Storage Temp.: 
Operating Humidity: 
Storage Humidity: 


4.4" X 2.13" X 0.4" 

(110 mm X 54 mm X 10 mm) 

1 .5 oz. (.42 kg) 

275mA Tx, 225mA Rx 

FCC Class B 

0°C to 60°C (32°F to 140°F) 
-40°C to 85°C (-40°F to185°F) 
0% to 90%, Non-Condensing 
5% to 90%, Non-Condensing 


*Distance may vary depending on the connection speed 
and environmental conditions. 


instant Wireiess™ 

Wireiess PC Card 

• One Wireless PC Card (IEEE 802.1 1 a) 

• One Setup CD-ROM with User Guide 

• One Quick Install 

• One Registration Card 


S yst e m R e qu i r e m ente^ 

• Pentium-Class 200MHz or Faster Processor 

• 64MB RAM Recommended 

• One Available PCMCIA CardBus Slot 

• Windows 98SE, 2000, Millennium, or XP 


Linksys 

17401 Armstrong Ave. 
Irvine, CA 92614 USA 


Sales Information (800) 546-5797 

World Wide Web* http://www.linksys.com 


Email 

Japan 
Philippines 
Singapore 
Thailand 
United Kingdom 


sales@linksys.com 

support@linksys.com 

(03) 5259-5137 

(632) 638 5580 

552-8998 

717-0770 

0870 7393939 


*Visit our website for the most current contact information. 
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